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FLUID

PRESTONE® is a registered trademark of Prestone Products LLC. EVXTM is a trademark of Recochem Inc. used under license. 

•	Electrical conductivity: < 100 μS/cm
•	Silicate-Based Inhibitor Package
•	Meets ASTM D8566 and GB29743.2 

EV Specifications
•	Boiling point: 109.5°C (229°F)
•	Freezing point: -37°C (-34°F)

•	EG Quality Meets ASTM E1177 EG-1
•	Formulated with high purity RO / DI water
•	Compatible with CAB Flux 

aluminum components
•	Excellent corrosion protection as per GB29743.2
•	Formulated for indirect cooling systems

By choosing EVX™ products you are choosing peace of mind.
EVX™ solutions have been developed and tested to ensure compatibility
with battery electric and hybrid vehicles, providing optimal battery
protection in indirect cooling systems. EVX™ low conductivity fluids
provide excellent chemical stability, extended corrosion protection and
meet specific light-duty vehicle standard for EG purity.

THERMAL MANAGEMENT FLUID
FOR HYBRID AND ELECTRIC VEHICLES

Item Pack UPC

TBD 3 x 1 USG (3.78 L) -

TBD 55 USG Drum -

TBD 275 USG Tote -

READY TO USE
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